
Maverick Front Gusset Install 

 

-Lift the front of the Maverick up and support it with jack stands, remove the tires. 

-Starting with the large front gusset, remove the 4 bolts that attach the front of the upper and lower arms.  The bracket 

that is on the back side of the upper a arms will not go back on.   

-Put the gusset into place. Hold it roughly ½"-1" off the face of the frame, this will help you work the bolt through any of 

the holes that don't line up 100% with the gusset.  Any holes that don’t line up are due to Can Am's loose manufacturing 

tolerance in this area and its somewhat common.  As you get the threads of the bolts started in the frame and back 

through the arms you may need to use a ratchet or wrench to work the bolt all the way through the bracket.  If the 

frame is tweaked or heavily out of tolerance a die grinder may need to be used to elongate a hole. 

-Run the lower bolt all the way through the bracket of the lower a arm, run the upper bolt through until the bolt threads 

are flush with the bushing sleeve in the arm. 

 

 
 

-With the front gusset mostly installed it's time to work on the middle gusset that goes installed over the diff 

-Start by removing the driver side shock. 

-Remove the nuts from the bolts that support the rear side of the upper a arm, unthread the bolt to where the threads 

of the bolt are flush with the bracket, do not remove the bolts completely. 

-Lift up the drivers side suspension to where the a arms are parallel to the ground, insert the gusset between the upper 

a arms and the axle shaft and slide it into place.  Note the position of the brake line. 

-Start with the bolts in one side of the bracket but do not tighten them 

-If the bolts holes are slightly off you can use the holes in the middle of the gusset to pry against the diff and shift the 

bracket so the holes line up.  You can use a ratchet or wrench on the bolt to work the bolt through the bracket if the 

fitment is tight.  

-Once all of bolt have been installed, tighten the bolts on the middle gusset and the front gusset, torque is 50 ftlbs 

-Reinstall the shocks and any parts that have been loosened or removed 

 

 
 

-The rear lower gusset is straight forward, remove the bolts for the rear points of the lower control arms.  These bolts 

will not go back in but the nuts will be reused. 

-Install the gusset, use the black allen head bolts supplied here. 

-Put the tires back on, remove the jackstands and go ride! 


