
Honda Pioneer 500  Brush Guard with Winch Mount 
P/N: 13892 

Fits: 2016-20 Pioneer 500 
Accepts up to a 3500 lb. Winch (Sold Separately) 

 

Includes: 
1. Winch Plate 
2. Brush Guard 
3. Stinger Hoop 
 
Hardware Kit: 
1. (16) 3/8-16 x 1” Nylon 

Flange Nuts-Black 
2. (8) 3/8-16 x 1” Carriage 

Bolts-Black 
3. (4) U-Bolt (BR3043T37) 
4. (1) Logo Sticker 
 
Tools Needed: 
1. 9/16” Socket 
2. 9/16” Wrench 
 
 

Installation should be done by a 
certified technician. 
 
Installation: 
1. Mount the Winch Plate to the 

stock front bumper and frame 
tube as shown using the U-Bolts 
and nylon nuts (see fig. 2 & 3). 

2. Bolt the stinger tube to the new 
brush guard using the carriage 
bolts and nylon nuts.  

3. Install the brush guard to the 
winch plate using the remaining 
hardware. 

4. If you are installing a winch you 
will follow the directions that 
came with your winch. 

 
Will accept most UTV winches up 
to 3500 lbs.  Will fit both regular 
spool winches (bolt pattern 4-7/8” 
wide x 3” deep) and wide spool 
winches (bolt pattern 6-5/8”x 3” 
deep).  
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